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FEATURES & BENEFITS

Touch panel 4 zone 1-5 colours RF 

remote

Each zone can remote control 

multiple 2.4GHz LED controllers

Ultra sensitive high strength glass 

touch panel with touch colour slide 

in the middle

Smooth and accurate colour 

adjustment by touching the colour 

slider

Touch keys with chord tones and 

LED indicator

Free installation, no wiring, 

removable

AAA x 2 battery powered

White & Black glass panel available
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BATTERY POWERED WALL MOUNTED TOUCH PANEL
| MODEL NO: BPSINWALL / BPCCTWALL / BPRGBWWALL / BPRGBCCTWALL

TECHNICAL INFORMATION

Specifications

RF (2.4GHz)

3V DC (AAAx2)

< 5mA

< 20µA

1 Year

30m (barrier-free space)

Output Signal

Working Voltage

Working Current

Stanby Current

Standby Time

Remote Distance

Input & Output

ta: -30ºC to +55ºC

tc: +65ºC

IP20

Operational Temp.

Case Temp.

IP Rating

Environment
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EN301 489, EN62479

EN60950

EN300 328

CE, EMC, LVD, RED

EMC Standard (EMC)

Safety Standard (LVD)

Radio Equipment (RED)

Certification

Safety & EMC

5 YearsWarrantyWarranty

0.156kg

0.192kg

Net Weight

Gross Weight
Weight

BPSINWALL BPCCTWALL BPRGBWWALL BPRGBCCTWALL
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MECHANICAL DIAGRAM

MATCH REMOTE CONTROL  (2 OPTIONS)
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KEY FUNCTION
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SAFETY INFORMATION


